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(57) ABSTRACT

A hydraulic desalination system, device and method includes
lowering the pressure of liquid saltwater to the vaporization
point by generating flow through piping and accompanying
infrastructure that may include valves that impart friction and
control flow, capturing the vapor, condensing the vapor using
higher pressure supplied by the ambient surroundings pro-
ducing freshwater, recovering the heat released during con-
densation by maintaining ambient temperatures greater than
vapor temperatures, and then using the recovered heat to
enhance and perpetuate vaporization in a cyclical manner. A
novel spring-loaded pump for pumping fluids may facilitate
the process.

16 Claims, 11 Drawing Sheets

st




US 9,162,889 B2

Page 2
(51) Int.ClL 3,783,108 A 1/1974 Koivisto et al.
F04B 15/00 (2006.01) 3,859,069 A 1/1975 Seliber
BOID 3/10 (2006 01) 4,479,606 A % 10/1984 Balz .oooooeiieienie 237/67
’ 5,744,008 A * 4/1998 202/83
gz;g ::jzz E%ggggg 8,361,281 B2* 1/2013 Rocketal. ......cooovvennn. 203/10
CO2F 103/08 (2006.01) FOREIGN PATENT DOCUMENTS
(56) References Cited CN 2012800351789 11/2014
DE 102008013598 9/2009
U.S. PATENT DOCUMENTS GB 2456153 A 72000
KR 10-1997-0069882 11/1997
3,102,083 A * 8/1963 Adams .......cccceerirrnnnn 203/11 KR 097069882 11/1997
3,304,006 A * 2/1967 Adams .............. ... 237/67 KR 20110030235 3/2011
3,364,126 A * 1/1968 Gutterman etal. ............. 203/11
3,440,146 A 4/1969 Louw * cited by examiner



Sheet 1 of 11

U.S. Patent Oct. 20, 2015

SALTWATER TO PRESHWATER

143

AN \A-

SR
™ Y
. ks \
¢ o~
NN ANt N e St oK)
3 TR 3
’ TR

s {

T RLOW

SALTWATER TQ BRINE

P N 3
feo i“’ *:V\\,.«Nw\/w‘ s

A A

US 9,162,889 B2

e TTEIN AR

.h:~"‘ N U g Y : "
I S gewd iﬁ

T
» ¢

A \,f\»_;"

LSS

e

"
PG
"‘“
f-“‘"
&
poal
v
N

S )
FLOW () W,

FiR. 18



U.S. Patent Oct. 20, 2015 Sheet 2 of 11 US 9,162,889 B2

Y
£y =
W s v
o~ ; $
N, 7 N
\-,, ¢ ¢

: e T R
PRt it

Wy
W
akaa
>
~a T
4
Swe
=
«,
s
»
=
X
.\""
=
3 & i
/ §’3“ - o . <%
.*ﬁi .:\:E 2NN VTR w{w(}«(*v ™
i £ R %
o A N s
Py e 3 B
i B o ¢ ] W
& i ;
X, i N
S i ;
3 ; {
= = :
T

i ‘\
- H "

i) - o
%v a0 o
N =
= = H
g Wt 5
= 500 H
Do W g
. XN g{
= :

-’ i {

%M;;‘;M'Mwiﬂ*MW"”"mw,M et g et g it " re,

TR

, SRR ey N ek
SN *%w@«@mx\«%%&“

Sy

e

Haaie




US 9,162,889 B2

Sheet 3 of 11

Oct. 20, 2015

U.S. Patent

X
AR Al

23

§

1
, H
" M

osiaatg

R BTN A

\_
S R

i




U.S. Patent Oct. 20, 2015 Sheet 4 of 11 US 9,162,889 B2

SUCTION SUCTION SUCTION
G/ 5 PIPINC—;/“\

Pump
Partition__|
(TYP)

FLOW (TYP

/ N
/ S 7

11 N/
DISCHARGE /11
PIPING

PPN RGE ./ 11 DISCHARGE /M pigcHaARGE /11 DISCHARGE'/
PIPING PIPING - PIPING

FIG. 3A



US 9,162,889 B2

Sheet 5 of 11

Oct. 20, 2015

U.S. Patent

gt 0l

IR T DU A

Trnrananamansanaa:

N RN AT R 4% R

REY U RGLEDA a4 peALE

S W I R Z T s R
.......... G

o,

o Y

et L, 1 i w
1
bt [l ! il ;

LT v e oo

i

s
S

P I ]
]




U.S. Patent Oct. 20, 2015

Sheet 6 of 11 US 9,162,889 B2
e FLOW VRLVE
; {reey)
"
&
S
@ |
STER § SR 2 ST 3
ERAETIN (AR VEW) JSY P A
e
{FLAN VW]

FIQR. 4



US 9,162,889 B2

Sheet 7 of 11

Oct. 20, 2015

U.S. Patent

>

QB

THERMOYNAMIC SIPRONY

fnd

.QS.\W
P

N
e

IO DE

%’\ <

HYDRS

®

i

[ERTOVRPTRLPURRRR—.

\ ,
s ; ;
: P
~ PR
: e g
POV s H
7oyt asespe a2 : 2
, : - : e I3
e o Pogm.
i s : m
H ; /
! \,\ [PPSO 3
/
§
!
H
:
H
5
n;. caxgpeetpsssssses i ies

el

s

¥

¥

¥

{7 vl L m

WA, kTS At

- a6
AT

ES

DOrETing i

3

TYRY

o

B

y, R

Far 2

prEsents evaporatie

t

b providad oy

R
)

T
g4
B \m..
%
2
4k



U.S. Patent Oct. 20, 2015 Sheet 8 of 11 US 9,162,889 B2

TYFICAL PUMP

0 NPRHROURVES

§ ;

¢ i

¢ :
/

;
N e PRI “m, J
:»&“" Toptoal HPEHR Cures i ~ L

Aal Bopaey waned BRI
MR PO ang NP

N




U.S. Patent Oct. 20, 2015 Sheet 9 of 11 US 9,162,889 B2

SPRINGLANER PUMP AN APEHR CURNVES

PR

B
B
¥

j VI S " & & NEE

@

¥

Flowy

Sping L



U.S. Patent

Oct. 20, 2015 Sheet 10 of 11

US 9,162,889 B2

Bring
Area

Pump
e ’ RNy
\ f /\
AN

o Py i"‘i'\c
SO ERTHTNYY
S = N

-
o
- -
- ~~T \\",
)
¢ - AN
N ¢ & 5
& Y
3 \
\, ? ATy \
N § Ot y
. ; !
% ; !
e o e s e v Dhasae NOs w3 e 3 e D 4 A © MR 0 s o aeees § P T e S A b n
{ i
i h
1 13
1 ;
% H
AY
", :
\ ;
N //
N, s
N
e, §

- \
Mw_“_“‘uwﬂ.—-ﬂ“‘*
’(
T+
+
N
Froshwater

Ares

Fiy &



g5 L
ek, R SRR
; WHpEL SRIE L,
A WORIDEIART FAL WA «vz\w«,vc

“EATHE AL
b.whﬁ\m&&uwu L WUk

..ﬁw:\; A Tar WEBIATIAAT ) WIS W SR YO
2 s Ak YHBIL L Gh L A
M B BSOS TR PG

B 5

et
| 3L #G B .mwm\..\%

% B % IR AMI A . SN D

US 9,162,889 B2

; ; : 4 = ae o 2 R SR
“7 TR ¥E L vR ¢ G/ 1 S | vk | 74% | SAOUMS Mg 0070 ﬁ&w&%ww EQ&%

{43 1 2 3 ]

IR el C\.vww«kmm.w&g »x.\\ # bw«ﬂ Qs. \vwww‘wwm ‘w«f ~

TR mx@&exﬁa H IR TR NS 3T

Sheet 11 of 11

Oct. 20, 2015

U.S. Patent

VEME BGYWHNG WG YR FEe
HAASEE TER R

W ENANENANEE BuC 3 567

Y

(B L

eI s : , PERE it
v 3 H L ,
v hd o bl s i et lwwwv \‘m\ o L WP o ]
- : :
} ;
¢ ;
H [
m 4 m
; ;
£ : m
?,
i
", 1351 mz,s oy £y Y
Svvrreiriene »w s % L& m\m P4
AT
Y {tpm oWy
4. o . 5 )
WG THESAEST ERIBAT 3 K»«n&\
- e N { i
3 c 3 IRER] H H
34 AR : H H
7 EER i i H
i fiig : i ;
“ ; / 13 ; ; i
J bt I3 2 A 3
Eid IR T kﬁv& ey
\

*%

w5

-



US 9,162,889 B2

1
HYDRAULIC DESALINATION DEVICE AND
METHOD

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims priority and benefit of U.S. Provi-
sional Application No. 61/486,596, filed on May 16, 2011,
and also claims priority and benefit of U.S. Provisional Appli-
cation No. 61/608,428, filed on Mar. 8, 2012, and also claims
priority and benefit of U.S. Provisional 61/613,728 filed on
Mar. 21, 2012, the disclosures of which are incorporated by
reference herein in their entirety.

BACKGROUND

1.0 Field of the Invention

The present invention relates to a desalination device and a
method for desalinating salted water, such as for example,
seawater.

2.0 Related Art

About 97% of the world’s water is undrinkable seawater.
The remaining 3% of water, freshwater, is the only water in
the world that’s naturally drinkable. As demand for freshwa-
ter increases along with the growing human population, the
already precious resource will become even more valuable in
the future. Over the years, processes for desalinating seawater
have been developed in an effort to tap into that 97% of the
world’s water that surrounds us seemingly everywhere. So
far, the processes have not reached a level of economic effi-
ciency to promote widespread use for desalination. However,
this could change if a new desalination process were devel-
oped that was so cost effective that it would rival the cost of
finding and using freshwater, particularly when freshwater is
distant or remote, or difficult to access.

Presently, in general, two basic types of technology are
used for desalinating seawater. The first technology is called
thermal desalination, and the second technology is called
membrane process desalination. Almost all existing desalina-
tion processes can be categorized, ultimately, as either ther-
mal or membrane-based. The primary problem with each
technology is that it requires large amounts of energy to
succeed. For thermal processes, large amounts of heat must
be supplied to cause evaporation. Temperatures for these
processes can reach 212 degrees Fahrenheit, or higher. For
membrane-based processes, large amounts of pressure must
be supplied to seawater to screen the dissolved salt out of the
water. Pressures for these processes can reach 1,000 pounds
per square inch (psi), or higher. Since ambient temperature
and pressure are typically 72 degrees Fahrenheit and 14.7 psi,
respectively, it becomes evident why so much energy needs to
be brought into these systems. The ambient surroundings
alone cannot support these processes. A new desalination
process supported entirely by ambient temperature and pres-
sure conditions appears to have an inherent advantage in that
its energy requirements should be much lower than the energy
requirements of other existing processes.

SUMMARY OF THE INVENTION

The present disclosure provides for advantages over tradi-
tional desalination systems and processes as discussed above
and addresses their shortcomings, while doing so economi-
cally. In one aspect, the present disclosure provides for a
hydraulic desalination system, device and method that
includes lowering the pressure of liquid saltwater to the
vaporization point by generating flow through piping and
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2

accompanying infrastructure that may include valves that
impart friction and control flow, capturing the vapor, con-
densing the vapor using higher pressure supplied by the ambi-
ent surroundings to produce freshwater, injecting air, recov-
ering the heat released during condensation by maintaining
ambient temperatures greater than vapor temperatures, and
then using the recovered heat to enhance and perpetuate
vaporization in a cyclical manner. The system may employ a
spring-loaded pump that may be configured to pump the
saltwater and freshwater simultaneously.

In one aspect, a method for desalination of water is pro-
vided. The method may include the steps of vaporizing liquid
saltwater by lowering the pressure of liquid saltwater to a
vaporization point by generating saltwater flow through pip-
ing and accompanying infrastructure to produce vapor, cap-
turing the vapor, condensing the vapor to produce freshwater
using higher pressure supplied by ambient surroundings,
recovering heat released during the condensation step by
maintaining ambient temperatures greater than vapor tem-
peratures and using the recovered heat to enhance and con-
tinue vaporization of the saltwater in a cyclical manner.

In one aspect, a system for desalination of saltwater
includes a containment vessel configured to substantially
enclose an upstream containment section and a downstream
containment section, a pump system for pumping both salt-
water from a saltwater source into the upstream containment
section and for pumping condensed freshwater from the
downstream containment section, wherein the pump system
comprises a plurality of spring-loaded pumps configured to
pump the saltwater and the freshwater simultaneously, at least
one friction valve that controls friction imparted to a flow of
saltwater on the suction side of a plurality of spring-loaded
pumps to lower pressure of the saltwater to the vaporization
point causing vaporization of the saltwater within the con-
tainment vessel to produce water vapor and an air source
configured to inject air into the containment vessel to force
condensation of the water vapor into the downstream contain-
ment section thereby desalinating the saltwater producing
freshwater.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, which are included to pro-
vide a further understanding of the invention, are incorpo-
rated in and constitute a part of this specification, illustrate
examples of the invention and together with the detailed
description serve to explain the various principles of the
present disclosure. No attempt is made to show structural
details of the invention in more detail than may be necessary
for a fundamental understanding of the invention and the
various ways in which it may be practiced.

FIG. 1A shows an example of a saltwater to freshwater
component of a hydraulic desalination system, configured
according to the principles of the invention, and also shows a
simplified process of the overall progression of seawater to
freshwater, according to principles of the invention;

FIG. 1B shows an example of a saltwater to brine water
component of the hydraulic desalination system, configured
according to the principles of the invention, and also shows a
simplified process of the overall progression of seawater to
brine, according to principles of the invention;

FIG. 2A shows a more detailed cross-sectional view of
certain components that may be included in the configuration
of the hydraulic desalination system of FIGS. 1A and 1B;

FIG. 2B shows another detailed cross-sectional view of
certain components that may be included in the configuration
of the hydraulic desalination system of FIGS. 1A and 1B;
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FIG. 3A shows a sequential, top-down view of an example
of a plurality of hydraulic desalination pump devices of a
pump system, configured according to the principles of the
invention;

FIG. 3B shows a side cross-sectional view of the plurality
ot hydraulic desalination pump devices of FIG. 3A, and also
shows an example of a sequence of operation thereof, and
exemplary valves and piping that may be used for connecting
to the funnels of the components shown in FIG. 2;

FIG. 4 shows a sequential, top-down view of an example of
friction valves and flow valves that may be associated with the
hydraulic desalination pump devices, configured according to
the principles of the invention, and also shows an illustrative
sequence of operation thereof;

FIG. 5 shows an example of thermodynamic siphon cre-
ated by the system and method as configured and performed
according to the principles of the invention;

FIG. 6 shows an example of a pump curve and a Net
Positive Suction Head Required curve for a typical non-hy-
draulic desalination pump;

FIG. 7 shows an example of a pump curve and a Net
Positive Suction Head Required curve for a hydraulic desali-
nation pump constructed according the principles of the
invention;

FIG. 8 shows a top-down view of an example of a hydraulic
desalination pump, according to the principles of the inven-
tion;

FIG. 9A shows a top-down view of an example heat
exchanger device, configured according to the principles of
the invention; and

FIG. 9B shows a side cross-sectional view of the heat
exchanger device shown in FIG. 9A.

DETAILED DESCRIPTION OF THE INVENTION

The various aspects and principles of the present invention
and advantageous details thereof are explained more fully
with reference to the non-limiting examples that are
described and/or illustrated in the accompanying drawings
and detailed in the following description. It should be noted
that the features illustrated in the drawings are not necessarily
drawn to scale, and features of one embodiment may be
employed with other embodiments as the skilled artisan
would recognize, even if not explicitly stated herein. Descrip-
tions of well-known components and processing techniques
may be omitted so as to not unnecessarily obscure the various
aspects of the invention. The examples used herein are
intended merely to facilitate an understanding of ways in
which the invention may be practiced and to further enable
those of skill in the art to practice the various embodiments of
the invention. Accordingly, the embodiments herein should
not be construed as limiting the scope of the invention, which
is defined solely by the appended claims and applicable law.
Moreover, it is noted that like reference numerals represent
similar parts throughout the several views of the drawings.

FIG. 1A shows an example of a saltwater to freshwater
component of a hydraulic desalination system, configured
according to the principles of the invention, generally denoted
by reference numeral 100, and also shows a simplified pro-
cess of the overall progression of seawater to freshwater,
according to principles of the invention.

FIG. 1B shows an example of a saltwater to brine water
component of the hydraulic desalination system, configured
according to the principles of the invention, generally denoted
by reference numeral 101, and also shows a simplified pro-
cess ofthe overall progression of seawater to brine, according
to principles of the invention.
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As shown in relation to FIGS. 1A and 1B, a generalized
exemplary hydraulic desalination device and method include
lowering the pressure of liquid saltwater to the vaporization
point by generating flow through piping and accompanying
infrastructure, capturing the vapor, condensing the vapor
using higher pressure supplied by the ambient surroundings
producing freshwater, recovering the heat released during
condensation by maintaining ambient temperatures greater
than vapor temperatures, and then using the recovered heat to
enhance and perpetuate vaporization in a cyclical manner.

As described in more detail below, FIGS. 1A and 1B show
an example of a pump station that houses a water vaporization
tank 120 that comprises a containment vessel, a pump system
125 for pumping water, including saltwater and freshwater
through the desalination system 100, and a plurality of fun-
nels separated by a partition 130. The FIGS. 1A and 1B show
an example of the pump station infrastructure in relation to
ground elevation and a saltwater source. An air nozzle 174 is
also shown configured to inject air into the freshwater side.
FIG. 1A illustrates more clearly the saltwater to freshwater
aspects, while FIG. 1B illustrates more clearly the saltwater to
brine aspects.

FIG. 1A also shows a simplified process of the overall
progression of seawater to freshwater, while FIG. 1B also
shows a simplified process of the overall progression of sea-
water to brine, according to principles of the invention. These
generalized steps of FIGS. 1A and 1B are explained in more
detail below, in reference to other drawings.

Referring to FIG. 1A, step S1 illustrates a force main for
conveying a flow of seawater from a source such as an ocean,
or the like, to a desalination system 100. At step S2 seawater
may encounter force main friction valves. At step S3, the
seawater flows into a funnel 13556 (FIG. 2A). At step S4, the
seawater may be contained by a partition 130 in a water
vaporization tank 120 to create an upstream containment
section. At step 5, the seawater may vaporize, as described in
more detail below, to create a vapor portion within the vapor-
ization tank 120. At step 6, the vapor portion may condense
within the water vaporization tank 120 and may be captured
as liquid freshwater creating a downstream containment sec-
tion. At step F7 the downstream containment section may be
contained by a funnel 1355 in conjunction with partition 130.
At step F8, the freshwater may traverse suction piping with
friction valves, e.g., set friction valves. The freshwater may
include about 2% injected air. At step F9, the freshwater may
enter pumps (e.g., 165a-165¢ of FIGS. 3A and 3B), and may
be discharged to a freshwater storage area.

Referring to FIG. 1B, steps S1 to S4 are the same as
described previously in reference to FIG. 1A. At step BS,
brine that collects in the upstream containment section of
funnel 1354a flows to a first part of suction piping (see, e.g.,
FIG. 3B). At step B6, the brine continues progression through
a second part of the suction piping. At step B7, the brine
moves through a third part of the suction piping. At step B8,
the brine encounters the pumps (e.g., 165a-165¢ of FIGS. 3A
and 3B) and may be discharged to a brine containment area.
Each ofthe pumps (e.g., 165a-165¢ of FIGS. 3A and 3B) may
be configured to pump both freshwater and saltwater simul-
taneously, as described in more detail below.

FIGS. 2A and 2B show more detailed views of certain
components that may be included in the configurations of
FIGS.1A and 1B. As shown, a pump station 115 is configured
to include a water vaporization tank 120 shown as an enclos-
ing curved structure to encompass a vapor space 122, a plu-
rality of funnels 135a and 1355 separated by a partition 130,
and one or more heat conduits 140 coupled to a heat source
145 and to vaporization tank 120 to permit heating of the
interior of the vaporization tank 120. The partition 130 may
be configured to separate the saltwater (shown on the left)
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from the freshwater (shown on the right) that is produced and
captured by the desalination process described herein. A tank
cap 160 permits access to the vaporization tank such as, for
example, for use in evacuation of the vaporization tank 120,
or cleaning of the vaporization tank 120. Funnel 1354 com-
prises a saltwater retaining structure and is configured with a
force main pipe connector 150 for connecting the force main
pipe 1 (FIG. 3B), and also configured to couple to and receive
suction pipe 12 (FIG. 3B). Funnel 1355 comprises a freshwa-
ter retaining structure and may be configured with a suction
pipe connector 155 that may connect to suction pipe 5 (FIGS.
3A and 3B). The vaporization tank 120 may comprise a
containment vessel that may be configured to substantially
enclose an upstream containment section and a downstream
containment section, and may contain water vapor for con-
densation, as explained more fully below. As shown in FIG.
2B, the tank partition 130 may also be configured to house a
heat exchanger 131 which may provide a thermal flow path
from the freshwater downstream side to the seawater
upstream side for heat released during condensation.

FIG. 3A shows a sequential, top-down view of an example
of a plurality of hydraulic desalination pump devices of a
pump system, configured according to the principles of the
invention. FIG. 3B shows a side cross-sectional view of the
plurality of hydraulic desalination pump devices of FIG. 3A,
as well as an exemplary sequence of operation thereof, and
exemplary valves and piping for connecting to the funnels
135a, 1355 of FIGS. 2A and 2B.

Table 1 provides a cross-reference of examples of certain
various components that may be included with the plurality of
hydraulic desalination pump devices of FIGS. 3A and 3B,
showing reference numbers (1-28), exemplary quantity
(which may vary depending on specific application), and
illustrative description of the components.

TABLE 1

Pipe Schedule for Constant Flow - 1,200 GPM Station

Ref. # Quant. Component and/or Function
1 4 10" Force Main Pipe (Seawater, Assume 3.5%
Salinity)
2 1 10" Gate Valve
3 1 8" Set Friction Valve
4 1 8" Long Radius 90’ Bend
5 22 8" Suction Pipe (Freshwater & Air Source)
6 1 8" True Wye
7 7 8" 45' Bend
8 3 8" WYE
9 10 8" Flow Valve
10 10 8" 90' Bend
11 15 8" Discharge Pipe (Freshwater & Air, Approx.
0% Salinity) to freshwater storage
12 10 2" Suction Pipe (Brine, Approx. 35% Salinity)
13 6 2" 90' Bend
14 2 2" Tee
15 2 2" 45' Bend
16 2 3" x 2" Concentric Reducer
17 1 3"x 3" x 4" True WYE
18 1 4" True WYE
19 23 4" Suction Pipe (Brine, Approx. 35% Salinity)
20 3 4"WYE
21 6 4" 45' Bend
22 10 4" Flow Valve
23 10 4"90' Bend
24 15 4" Discharge Pipe (Brine, Approx. 35%
Salinity)
25 1 10" Set Friction Valve
26 1 10" Long Radius 90’ Bend
27 1-5 Discharge piping for Brine to brine storage
28 1-5 Discharge piping for Freshwater

The hydraulic desalination pump devices 165a-165¢ may
function as the prime movers of water for the hydraulic desali-
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nation system and process described herein. According to the
principles of the invention, the hydraulic desalination system
and process may involve use of hydraulic desalination pump
devices 165a-165¢, which may be spring-loaded pumps, in
combination with valves and piping 170 (parts of the infra-
structure), as shown in FIG. 3B, and an air nozzle, vaporiza-
tion tank and other equipment as shown in FIGS. 1A and 1B.
These elements combine to create a thermodynamic siphon,
an example of which is shown in FIG. 5, which effectively
bypasses the normally prohibitive heat of vaporization step
associated with traditional desalination processes, thereby
greatly reducing overall energy requirements.

Each of hydraulic desalination pump devices 165a-165¢
has a simple configuration that is generally free of the intri-
cate internal components, small tubing, and narrow passage-
ways that cause the large friction losses within traditional
pumps. The configuration may include a relatively large,
cylindrical pump cavity 164 that may be expanded by a com-
pression spring 163 of similar diameter and/or similar cir-
cumference. As illustrated in FIG. 3A, each of the of hydrau-
lic desalination pump devices 165a-165¢ may be configured
with two pipe inlets (5 and 19) and two pipe outlets (11 and
24). All four pipe inlets and outlets may be positioned atop the
respective hydraulic desalination pump devices 165a-165¢. A
single inlet (5) and outlet (11) pairing may be used for suction
and discharge of a mixture of freshwater and air. Another inlet
(19) and outlet (24) pairing may be used for suction and
discharge of brine. The mixed flow of freshwater and air is
kept separate from the brine flow by a partition within the
pump cavity 164 (and spring). The pump partition, for
example, as illustrated in FIG. 8, may be positioned such that
approximately 90% of flow drawn by the respective hydraulic
desalination pump devices 165a-165¢ includes the mixed
flow of freshwater and air, while the remaining approximate
10% includes brine. This ratio may maximize the efficiency
of desalinating typical seawater or other saltwater source
while still maintaining salt in solution in the brine. Other
ratios and partition positions can be selected, if necessary, to
accommodate different saltwater salinities or smaller desali-
nation units.

FIG. 3B also illustrates the sequence of operation of the of
hydraulic desalination pump devices 165a-165¢, according to
the principles of the invention. As the flows enter the of
hydraulic desalination pump devices 165a-165¢, the spring
163 causes the pump cavity 164 to expand downwards at a
relatively slow rate. When expansion of the pump cavity 164
is complete (to about its fullest extent), an electro-mechanical
press 166 (or other similar powered press mechanism) at the
bottom of the pump may be activated to begin compressing
the cavity to its original non-expanded position. During com-
pression, brine and freshwater/air are discharged through
their outlets (11 and 24) and sent to respective storage areas.
A more detailed description of the operation of the hydraulic
desalination pump devices 165a-1654d is provided next.

Each of the four operating hydraulic desalination pump
devices 165a-1654 may operationally rotate rhythmically,
but asynchronously, through the steps shown below in
TABLE 2 which also shows the operation of flow valves in
relation to the operation of the hydraulic desalination pump
devices 165a-165d. (“Pump position 1” corresponds to 160a;
“pump position 2” corresponds to 1605; and “pump position
3” corresponds to 160c as shown in FIG. 3B).
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TABLE 2

Step 1 (& sub-steps)

Step 2 (& sub-steps)

Step 3 (& sub-steps)

Step 4 (& sub-steps)

1-1. Flow valves on
suction piping in
fully-open position.
1-2. Spring in pump
position 1 (pump
cavity empty/not
expanded).

1-3. Flow valves on
discharge piping in
fully-closed position.
1-4.
Electrical/mechanical
press in extended
position, but power
off to allow
expansion.

2-1. Flow valves on
suction piping in
fully-open position.
2-2. Spring in pump
position 3 (pump
cavity filled/
expanded).

2-3. Flow valves on
discharge piping in
fully-closed position.
2-4.

Electrical/mechanical

press in receded
position with power
off as expansion
ends.

3-1. Flow valves on
suction piping in
fully-closed position.
3-2. Spring in pump
position 3 (pump
cavity filled/
expanded).

3-3. Flow valves on
discharge piping in
fully-open position.
3-4.
Electrical/mechanical
press in receded
position, but power
on to start
compression.

4-1. Flow valves on
suction piping in
fully-closed position.
4-2. Spring in pump
position 1 (pump
cavity empty/not
expanded).

4-3. Flow valves on
discharge piping in
fully-open position.
4-4.
Electrical/mechanical
press in extended
position with power
ol as compression
ends.

For a constant flow (small) unit, only two (2) operating
pumps may be required Therefore, steps P2, P3 and P4 may
be treated as a single step since the transition from step P1 to
step P2 for a small unit configuration may take a relatively
long time to occur.

Continuous flow is typically needed in order to prolong the
desalination process; otherwise, vaporization may cease
while a hydraulic desalination pump device is discharging
water. As illustrated in FIG. 3B, to maintain continuous flow,
a plurality (e.g. two, three, four or five) of the hydraulic
desalination pump devices may be installed in parallel, with
flow valves (e.g., flow valve 22) attached to each pump’s
suction and/or discharge lines. The hydraulic desalination
pump devices 165a-1654 may operate rhythmically such that
only one hydraulic pump at a time draws flow. One of the
hydraulic desalination pump devices may serve as a redun-
dant spare pump 165e. In the event of a failure to one of the
other operating pump devices, the spare pump device 165¢
can be started and continuous flow maintained.

All of the hydraulic desalination pump devices 165a-165¢
have a specific characteristic or relationship with regards to
their ability to deliver flow rates and exert pressure (or head).
But, in general, a pump exerts more pressure to the surround-
ings when it is pumping fluid at a low flow rate. Conversely,
a pump exerts less pressure to the surroundings when it is
pumping fluid at a high flow rate. This relationship exists
within the pump device itself, regardless of how the flow rate
affects the surroundings, and is known as a pump curve. A
typical pump curve is shown in FIG. 6.

A traditional pump has internal mechanisms, tubing, pas-
sageways, etc. that are so affected by flow rate within the
pump that the pump’s ability to exert pressure on its surround-
ings diminishes as the flow rate increases. This diminished
capacity is due to friction losses within the pump as the flow
rate and, more importantly, flow velocities increase within the
pump. Friction losses are heavily dependent upon flow
velocities, and a small increase in flow velocity can result in
a comparatively much larger increase in friction loss.

Eventually, as flow rates increase within a pump, a point
will be reached at which the pump can no longer function
properly. That point is when the Net Positive Suction Head
Required (NPSHR) by the pump equals or surpasses the Net
Positive Suction Head Available (NPSHA). NPSHR is related
to the friction losses within the pump discussed previously,
and it increases as flow rate through the pump increases. This
direct relationship is called an NPSHR curve. FIG. 6 also
shows a typical NPSHR curve. The NPSHA is basically the
sum pressure supplied by the surroundings on the suction side
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of the pump. Technically, a pump cannot pull a fluid. Some
pressure must be present on the suction side to push the fluid
into the pump. By definition, that pressure, NPSHA, is the
ambient atmospheric pressure, plus pressure from the height
above the pump of the suction-side fluid source, minus fric-
tion losses from fluid flow in the external suction piping
(NPSHA=atmosphere+fluid height—friction losses).

When the fluid is a liquid and NPSHR equals NPSHA,
vaporization occurs. Friction losses within the pump may
lower the pressure of the liquid so low that vapor bubbles may
form in the liquid. Essentially, a form of boiling takes place.
This boiling is termed cavitation, and, under normal circum-
stances, it may be a problem for pumps. First, cavitation
reduces the flow of liquid delivered by the pump because it
has to pump a mixture of liquid and vapor, not just liquid as
intended. Second, the vapor bubbles may cause damage to the
pump by repeatedly expanding and bursting against the
pump’s internal components. For these reasons, engineers try
to avoid situations where a pump’s NPSHR equals or exceeds
NPSHA.

Inthe proper environment, however, using friction losses to
purposefully cause vaporization may be beneficial. It could
even be ideal for desalination, as vaporization occurs at ambi-
ent temperature and pressure, which means energy require-
ments should be relatively low. Accordingly, such a desalina-
tion process has great potential to be cost effective. The
present invention takes advantage of this potential for provid-
ing hydraulic desalination.

Hydraulic desalination, according to principles of the
present disclosure, takes advantage of a pump’s ability to
cause vaporization when friction losses equal or exceed
NPSHA. However, vaporization within any pump may be
problematic, particularly for traditional pumps. Vaporization
(cavitation) may also occur within the suction piping external
to the pump if friction losses within the piping match or
exceed the NPSHA. However, vaporization in piping is not
recommended either, as expansion and bursting of vapor
bubbles within the limited confines of pipes cause damage to
pipe walls similar to the damage caused to the internal com-
ponents of pumps.

To safely exploit vaporization on the suction side of pumps,
a hydraulic desalination process and system, according to the
principles of the invention include, but are not limited to, the
following equipment and features:

Hydraulic desalination pump devices that draw water
through piping at a desired flowrate and velocity (e.g.
between 2 and 8 feet-per-second or fps) while handling
both brine (concentrated seawater) flow and a mixed
flow of freshwater/air;
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Friction valves that control friction on the suction side of
hydraulic desalination pump devices and cause vapor-
ization within vaporization tank;

A funnel upstream of the vaporization tank that provides
transition between relatively small diameter force main
piping and larger diameter vaporization tank, and pro-
vides openings from which brine may be drawn;

A vaporization tank where boiling can take place with
minimal damage to surroundings;

A partition wall that houses a heat exchanger and divides
the vaporization tank into seawater on the upstream side
and freshwater on the downstream side;

A funnel downstream of the vaporization tank that pro-
vides transition between the larger diameter vaporiza-
tion tank and the smaller diameter suction piping;

An air nozzle that introduces air, forcing condensation on
the downstream side of the tank while providing heat for
vaporization on the upstream side.

Traditional pumps are very good at moving fluid from one
location to another, but they are not very good at safely
causing vaporization on a large scale. The hydraulic desali-
nation pump devices (e.g., 165a-165¢) configured according
to the principles of the invention are designed specifically for
hydraulic desalination on scales ranging from small (e.g. less
than 10 gallons per minute or gpm) to large (e.g. greater than
1,000 gpm).

Generally, the hydraulic desalination pump devices 165a-
165¢ are configured substantially free of the intricate internal
components, small tubing, and narrow passageways that
cause the large friction losses within traditional pumps. As
previously described, this configuration generally includes a
relatively large, cylindrical pump cavity 164 that may be
expanded by a compression spring 163 of similar diameter.
Each of the hydraulic desalination pump devices 165a-165¢
may have two inlets and two outlets, with all four pipes
positioned atop of the hydraulic desalination pump device
165a-165¢. As previously described in relation to FIG. 3A,
one inlet and outlet pairing may be used for suction and
discharge of a mixture of freshwater and air. The other inlet
and outlet pairing may be used for suction and discharge of
brine. The mixed flow of freshwater and air is kept separate
from the brine flow by a partition within the pump cavity (and
spring), as shown, e.g., in FIG. 8. The partition within the
pump cavity, as shown in FIG. 8, may be positioned such that
approximately 90% of flow drawn by the pump includes the
mixed flow of freshwater and air, while the remaining 10%
includes brine. That ratio maximizes the efficiency of desali-
nating typical seawater while still maintaining salt in solution
in the brine. Other ratios and partition positions can be
selected, if necessary, to accommodate different saltwater
salinities or smaller desalination units at the expense of effi-
ciency. As the flows enter the hydraulic desalination pump
device 165a-165¢, the spring 163 may cause the pump cavity
164 to expand downwards at a relatively slow rate. When
expansion is complete, an electrical/mechanical press at the
bottom of each of the hydraulic desalination pump devices
165a-165¢ may be activated and may begin compressing the
cavity to its original position. During compression, brine and
freshwater/air are discharged through their outlets and sent to
respective storage areas.

Generally, continuous flow of water is needed in order to
prolong the desalination process; otherwise, vaporization
may cease while the hydraulic desalination pump device
165a-165¢ is discharging water. To maintain continuous flow,
a plurality (e.g., 2-5, or more) of spring-loaded hydraulic
desalination pump devices 165a-165¢ may be installed in
parallel, with flow valves attached to each pump device’s
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suction and discharge lines. The hydraulic desalination pump
devices 1654-165¢ operate rhythmically such that only one
hydraulic desalination pump device 165a-165¢ at a time
draws flow. One of the pumps (e.g., 165¢) may serve as the
redundant spare pump. In the event of a failure to one of the
other operating pumps, the spare pump may be started and
continuous flow can be maintained.

A residual benefit of the hydraulic desalination pump
device’s 165a-165¢ simple design is that mixtures of air and
water should not adversely affect the pump’s ability to func-
tion. Traditional pumps that are intended to pump either lig-
uids or gases often deal poorly with the differing velocities
and densities associated with liquid-gas mixtures. Flow
velocities within spring-loaded pumps should be too low to
cause any serious problems, despite the differing densities.

Dimensions and sizing for the compression spring may be
governed by some general guidelines for springs, as well as
the time it takes for the flow valves associated with the pumps
to open and close. These guidelines may include:

The free spring length (length of spring (i.e., spring 163)
when no forces are acting upon it) should be no more
than, e.g., 10 times the overall diameter of the spring;

The operating range of compression should be somewhere
between, e.g., about 80% of the maximum compression
(fully compressed length of spring minus free spring
length) and, e.g., about 20% of the maximum compres-
sion;

Wire diameter of the spring (i.e., spring 163) should be no
less than, e.g., about Yiz2th the overall spring diameter;
and

The spring’s expansion volume must be large enough to
allow at least, e.g., about 15 seconds to elapse between
the start and end of expansion, giving the pump’s flow
valves adequate time to open and close.

Additionally, the force required to cause expansion of the
spring 163 is a simple linear equation F=kx; where F is the
force required to cause expansion ofthe spring, k is a constant
based largely on the spring’s material properties, and x is the
length of expansion. This simple linear relationship facilitates
sizing of the spring 163, and thereby helps ensure that the
resulting hydraulic desalination principles produce freshwa-
ter at the desired rate.

By design, spring-loaded pumps (i.e., the hydraulic desali-
nation pump device 165a-165¢) have pump curves and
NPSHR curves that are independent of the flowrate through
the pump. Because spring-loaded pumps have no intricate
internal components, small tubing, or narrow passageways
that cause the large friction losses, their pump curves and
NPSHR curves are completely horizontal, as shown in rela-
tion to FIG. 7. The only factor that affects the pump’s ability
to exert head (or pressure) to the surroundings is the position
of'the spring’s leading face during expansion. Once the fluid
reaches the pump in liquid form, nothing within the pump can
cause that liquid to cavitate. Hence, the NPSHR curve for
spring-loaded pumps is not only completely horizontal, but it
is equal to zero for virtually all flows. FIG. 7 shows an
example pump curve and NPSHR curve for spring-loaded
pumps, such as the hydraulic desalination pump device 165a-
165¢. The major benefit of having no NPSHR is that the pump
is very safe and efficient to use in the low NPSHA environ-
ment of hydraulic desalination.

FIG. 4 shows a sequential, top-down view of an example of
the friction valves and flow valves associated with the hydrau-
lic desalination pump devices, configured according to the
principles of the invention, and also shows an illustrative
sequence of operation thereof. Flow valves (e.g., flow valve
22, 70) may include valves that are configured to control flow
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entering and exiting the hydraulic desalination pump device
165a-165¢. They also may control the flow exiting the adjust-
ing friction valves (e.g., friction valve 25, 75). Flow valves
can include, e.g., stop valves, stop-check valves, non-return
check valves, pinch valves, or any other similarly functioning
valve. Flow valves may be hydraulically or electrically actu-
ated to operate in accordance with the pump sequence of
operations (and adjusting friction valve sequence of opera-
tions).

Friction valves (e.g., friction valve 25, 75) include valves
that are configured to restrict flow in piping upstream from the
vaporization tank 120. The goal of using friction valves is to
impart friction head on the saltwater flow such that vaporiza-
tion occurs where desired in the vaporization tank 120. Fric-
tion valves 25, 75 may be either set or adjusting. Set friction
valves are set to one partially-closed position that doesn’t
change during hydraulic desalination. Adjusting friction
valves may be adjusted from partially-closed to more-fully
closed positions during hydraulic desalination. Flow valves
22, 70 may be used in conjunction with adjusting friction
valves to give the adjusting friction valves time to reset from
the more-fully closed position to the partially-closed posi-
tion. Like the hydraulic desalination pump devices 165a-
165¢, adjusting friction valves may operate rhythmically and
in parallel to maintain continuous flow. The inclusion of at
least one spare adjusting friction valve is suggested for redun-
dancy in the event of failure by one or more of the other
operating adjusting friction valves. Like flow valves 22, 70,
and friction valves 25, 75, may be hydraulically or electrically
actuated to operate in accordance with the corresponding
adjusting friction valve sequence of operations. A valve, such
as, e.g., a cycle stop valve (CSV) has the performance char-
acteristics necessary to operate as either a set or adjusting
friction valve in hydraulic desalination. Adjusting friction
valve sequence of operations is explained in relation to FIG.
4, as described next.

In this example, the operation of friction valves includes
the rhythmical, but asynchronous rotation, through the fol-
lowing steps of TABLE 3.

TABLE 3
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downstream side. The tank partition 130 may also be config-
ured to house the heat exchanger 131 which may provide the
flow path from the freshwater side to the seawater side for
heat released during condensation. The vaporization tank 120
is typically the largest single piece of equipment in the
hydraulic desalination process.

A certain level of non-condensable gases like oxygen and
nitrogen may collect in the vaporization tank during hydraulic
desalination. This level should remain constant and should
not interfere significantly with the performance or efficiency
of'the desalination process. However, if the non-condensable
gases in the vaporization tank do accumulate to an unaccept-
able level, vacuum pumps may be installed in the tank to
discharge the excess non-condensable gases.

Two funnels 135a, 1355 may be used in hydraulic desali-
nation. One funnel 135¢ may be configured on the upstream
side of the vaporization tank 120, and the other funnel 1356
may be configured on the downstream side. Both funnels
provide transitions between piping (where, by industry stan-
dard, liquid water flows at velocities ranging from, e.g., about
2 to about 8 fps) and the vaporization tank 120 (where water
vapor flows at velocities up to, e.g., about 200 {ps).

As seawater (assuming, e.g., about 3.5% salinity) evapo-
rates into the vaporization tank 120, the water left behind
becomes more concentrated with salt. This residual water
with the higher salt content (e.g., approximately 35% salinity)
is the brine. The upstream funnel also provides openings at its
floor from which brine flow is drawn into brine suction piping
that ultimately terminates at the hydraulic desalination pump
device 165a-165¢. The mixture of freshwater and air at the
downstream funnel 13554 have a salinity of approximately
0%.

The air nozzle is a small but an important part of hydraulic
desalination. The air nozzle introduces air into the freshwater
flow immediately after the downstream funnel. The important
aspect of this step is that the air, although ambient, has a
higher pressure and temperature than the water vapor in the
vaporization tank. Ambient air pressure and temperature may

Step F1 & sub-steps Step F2 & sub-steps

Step F3 & sub-steps

F-1. Adjusting friction
valve in partially-closed
position.

F-2. Downstream flow
valve on force main in
fully-open position.

F-3. Adjusting friction
valve undergoing this step
does so synchronously with
pump undergoing Step 1 of
pump sequence of
operations. (TABLE 2).
F-4. Flow through
adjusting friction valve
equals maximum flow (Step
1 of pump sequence of
operations TABLE 2).

F-1. Adjusting friction
valve in more-fully closed
position.

F-2. Downstream flow
valve on force main in
fully-open position.

F-3. Adjusting friction
valve undergoing this step
does so synchronously with
pump undergoing step 2 of
pump sequence of
operations (TABLE 2).
F-4. Flow through
adjusting friction valve
equals minimum flow (Step
2 of pump sequence of
operations TABLE 2).

position.

F-4. Flow through

pump sequence of

F-1. Adjusting friction
valve in partially-closed

F-2. Downstream flow
valve on force main in
fully-closed position.
F-3. Adjusting friction
valve undergoing this step
does so synchronously with
pumps undergoing steps 3
and 4 of pump sequence of
operations (TABLE 2).

adjusting friction valve
equals zero (steps 3 and 4 of

operations of TABLE 2).

As previously explained, the vaporization tank 120 is eo be, e.g., about 14.7 psi and 72 degrees Fahrenheit, respec-

where vaporization can occur safely during the process of
hydraulic desalination. The vaporization tank 120 may be
sized to limit vapor flow velocities to below, e.g., about 200
feet-per-second (fps), which is generally accepted as the flow
velocity limit for steam. The vaporization tank 120 may have
a partition wall 130 through its centerline to separate the
seawater on the upstream side from the freshwater on the

tively. The pressure of the water vapor may be, e.g., approxi-
mately 0.3 psi, and its temperature may be, e.g., approxi-
mately 68 degrees Fahrenheit. It is noted that vaporization
may be created strictly by lowering pressure through friction
losses. No heat was added that would raise the temperature of
the seawater/saltwater, which is generally considered to be
approximately 68 degrees Fahrenheit, but may vary.
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The importance of ambient air having higher pressure and
temperature than the water vapor in the tank is two-fold:

The higher pressure being applied by the introduced air

will force the water vapor to condense into liquid fresh-
water; and

The higher temperature of the introduced and surrounding

air will force the heat released by the water vapor during
condensation back into the vaporization tank towards
the upstream side, where the heat is needed to complete
vaporization.

This ability to achieve condensation and vaporization with-
out adding pressure or heat from an external, beyond-ambient
source is what gives hydraulic desalination such a distinct
advantage over all other desalination processes. Through
some iterative calculations, it was observed that introducing,
e.g., approximately 2% air by volume to the water vapor
consistently appeared to be an appropriate amount for estab-
lishing the liquid water level where desired on the down-
stream side of the vaporization tank.

Exemplary Overview of Hydraulic Desalination

Generally, Hydraulic Desalination involves a technique to
lower the pressure of liquid saltwater to the vaporization point
by generating flow through piping and appurtenances, cap-
turing the vapor, condensing the vapor using higher pressure
supplied by the ambient surroundings and recovering the heat
released during condensation by maintaining ambient tem-
peratures greater than vapor temperatures. Recovered heat
may be used to enhance and perpetuate vaporization in a
cyclical manner.

Exemplary Overview of Hydraulic Desalination
Process

Hydraulic Desalination may transform saltwater into two
end products: freshwater and brine. The steps provided below
illustrate an exemplary chronological path of saltwater as it
undergoes Hydraulic Desalination from start to finish and is
transformed into the two end products.

Saltwater to Freshwater Chronological Path

For the saltwater to freshwater chronological path, the

steps may include:

Saltwater enters the force main and travels towards the
desalination pump station 115. The first part of the force
main runs from the saltwater source to the friction valve
25 in the station. By design, flow velocities in the force
main should be kept between, e.g., about 2 and about 8
fps. The pressure within the saltwater is reduced due to
friction loss caused by travelling through the force main.

Once inside the station 115, saltwater passes through a set
friction valve or adjusting friction valve, depending on
whether the flow is constant or varying. The friction
valve imparts head on the saltwater. After passing
through the friction valve, the saltwater travels through
the second part of the force main, which runs from the
friction valve to the upstream funnel 135a. The pressure
within the saltwater is reduced further due to friction loss
caused by travelling through the friction valve and force
main.

Saltwater enters the upstream funnel 135a and travels
upwards towards the vaporization tank 120. Movement
upwards further lowers the pressure within the saltwater.
The funnel 135a widens the cross-section of flow in
preparation for the high velocities that occurs at vapor-
ization.

Saltwater enters the vaporization tank 120 and continues to
travel upwards, which continues to lower the pressure
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within the saltwater. Eventually, the pressure is lowered
to the point of vaporization.

A percentage of the saltwater vaporizes, and the vapor 122
escapes upwards into the upper portion of the vaporiza-
tion tank, crossing over the tank partition. By design, the
flow velocities of the vapor 122 are kept below, e.g.,
about 200 fps. The tank partition 130 may comprise a
wall through the center of the vaporization tank 120 that
separates the liquid saltwater from the liquid freshwater.
The wall does not extend to the top of the vaporization
tank 120, allowing vapor to pass over it. The side of the
tank partition where saltwater vaporizes is called the
upstream side of the vaporization tank 120. The side of
the tank partition where water vapor 122 is condensed to
freshwater is called the downstream side of the vapor-
ization tank.

Due to the introduction of atmospheric air further down-
stream, condensation of the vapor 122 is forced below
the top of the tank partition 130 on the downstream side
of the vaporization tank 120. Freshwater travels down-
ward towards the downstream funnel 1354.

Freshwater enters the downstream funnel 1356 and travels
downwards towards the freshwater suction piping 5. The
funnel 1355 reduces the cross-section of flow to allow
ideal flow velocities to occur within the downstream
freshwater suction piping 5.

Freshwater enters the suction piping 5 and travels towards
the pump (e.g., 165a-165¢). The freshwater suction pip-
ing includes a set friction valve 75 to provide operational
flexibility in case it becomes necessary or desirable to
impart head within the freshwater suction piping. By
design, flow velocities in the suction piping should be
kept between, e.g., about 2 and about 8 fps. The fresh-
water suction piping terminates at the hydraulic desali-
nation pump device 165a-165¢. Immediately upstream
of the friction valve 75, for example, approximately 2%
by volume of atmospheric air is introduced into the
suction piping 5 to raise the pressure within the fresh-
water just enough to force condensation in the down-
stream side of the vaporization tank 120. The heat
released by condensation may flow through the heat
exchanger 131 to the upstream side of the vaporization
tank 120, where it is used to promote vaporization. Heat
loss to the environment may be substantially avoided by
maintaining an ambient temperature outside the vapor-
ization tank that’s greater than the temperature of the
enclosed water and vapor.

Freshwater enters the hydraulic desalination pump device
165a-165¢ as the pump cavity 164 expands. When the
pump cavity 164 is compressed, the freshwater exits the
hydraulic desalination pump device 165a-165¢ and is
directed to freshwater discharge piping 11. The dis-
charge piping 11 takes the freshwater from the hydraulic
desalination pump device 165a-165¢ to a storage area
where the freshwater awaits further treatment or distri-
bution. A wall, called a pump partition, within the pump
cavity 164 separates freshwater and its corresponding
freshwater piping from brine and its corresponding brine

piping.
Saltwater to Brine Exemplary Chronological Path

For the saltwater to brine chronological path, the steps may

include:

Saltwater enters the force main 1 and travels towards the
desalination pump station 115. The first part of the force
main 1 runs from the saltwater source to the friction
valve 25 in the station. By design, flow velocities in the
force main 1 should be kept between, e.g., about 2 and



US 9,162,889 B2

15

about 8 fps. The pressure within the saltwater is reduced
due to friction loss caused by travelling through the force
main 1.

Once inside the station 115, saltwater passes through a set
friction valve or adjusting friction valve 25, depending
on whether the flow is constant or varying. The friction
valve 25 imparts head on the saltwater. After passing
through the friction valve 25, the saltwater travels
through the second part of the force main, which runs
from the friction valve 25 to the upstream funnel 135a4.
The pressure within the saltwater is reduced further due
to friction loss caused by travelling through the friction
valve and force main.

Saltwater enters the upstream funnel 135a and travels
upwards towards the vaporization tank 120. Movement
upwards further lowers the pressure within the saltwater.
The funnel 135a widens the cross-section of flow in
preparation for the high velocities that occurs at vapor-
ization.

Saltwater enters the vaporization tank 120 and continues to
travel upwards, which continues to lower the pressure
within the saltwater. Eventually, the pressure is lowered
to the point of vaporization.

A percentage of the saltwater does not vaporize, but is
drawn downwards towards, e.g., four openings at the
bottom of the upstream funnel 1354 that are entrances to
the brine suction piping 12. Brine is the remaining salt-
water that has become more concentrated with salt and
other compounds which are incapable of escaping with
the vapor. This brine enters the first part of the brine
suction piping 12, which starts at the bottom of the
upstream funnel 1354 and ends at a tee or true wye. If
possible, the flow velocities of the brine in the first part
of'the suction piping should be kept between, e.g., about
2 and about 8 fps.

Brine enters the second part of the brine suction piping,
which starts at a tee or true wye and ends at a true wye.
The tee or true wye at the start of this suction piping is
where two first part brine suction pipelines are merged.
Flowrate in the second part of the brine suction piping is
twice the flowrate in the first parts. By design, the flow
velocities of the brine in the second part of the suction
piping should be kept between, e.g., about 2 and about 8
fps.

Brine enters the third and final part of the brine suction
piping, which starts at a true wye and terminates at the
pump. The true wye at the start of this suction piping is
where two second part brine suction pipelines are
merged. Flowrate in the third and final part of the brine
suction piping is twice the flowrate in the second parts.
By design, the flow velocities of the brine in the third and
final part of the suction piping should be kept between,
e.g., about 2 and about 8 fps.

Brine enters the pump as the pump cavity expands. When
the pump cavity 164 is compressed, the brine exits the
hydraulic desalination pump device 165a-165¢ and is
directed to brine discharge piping 24. The discharge
piping 24 takes the brine from the hydraulic desalination
pump device 165a-165¢to a storage area where the brine
awaits further treatment or is returned to the source
water.

Hydraulic Desalination Operational Advantages
Hydraulic desalination according to the principles of the

present disclosure is not subject to some of the other problems
that plague traditional desalination processes. For instance,
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currently utilized thermal processes of present day desalina-
tion processes that rely on high temperatures often have prob-
lems with scaling, where salt comes out of solution and
attaches to, clogs, or corrodes piping and equipment. Mem-
brane-based technologies are also susceptible to scaling due
to the very fine openings in the semi-permeable membranes.
Even a small amount of scaling on these membranes will have
alarge negative impact on their performance. Pre-treatment is
usually necessary for membrane-based technology to address
issues with scaling and remove debris that can foul the mem-
branes. Hydraulic desalination is not as prone to problems
from scaling, as it does not operate at higher temperatures
which promote scaling, and it does not have equipment that is
highly sensitive to small amounts of scaling. Furthermore,
unlike membrane-based processes, hydraulic desalination
does not require special pre-treatment.

Energy Required for Desalination

Energy is required to cause evaporation/vaporization. Nor-
mally, that energy takes the form of heat. Traditional methods
of evaporation start with adding heat to water to raise its
temperature to the boiling point. Then more heat needs to be
added to convert the water from liquid to vapor, a conversion
that occurs at the same boiling point temperature. It is this
added heat, called heat of vaporization, that makes thermal
desalination processes so reliant on external energy. In fact,
over 90% of the energy required to cause evaporation may be
consumed during this last conversion step, after the boiling
point temperature has already been reached. In contrast,
hydraulic desalination described by the present disclosure
effectively bypasses this last high-energy step by simulating
another well-known hydraulic phenomenon—the siphon.

In a typical siphon, water flow is raised from an upstream
tank or source over a vertical barrier, then back down to a
downstream tank or sink that is lower than the upstream
source. Despite the vertical barrier in between the source and
the sink, the water flow in a typical siphon is sustained natu-
rally and indefinitely without adding any external energy. The
only real work that needs to be done for the siphon is in the
preparation. To prepare or prime the typical siphon, the tube
through which water flows first needs to be filled with water.
This can be done away from the source and sink. Once filled,
both ends of the tube are capped. One end of the tube is then
placed in the upstream source and the other end is placed in
the downstream sink. The tube’s ends are then uncapped and,
assuming virtually constant levels at the source and sink, flow
proceeds naturally and indefinitely with no further energy
required to sustain it, effectively bypassing the intermediate
vertical barrier.

As illustrated in relation to FIG. 5, hydraulic desalination
involves atype of siphon, a sort of thermodynamic siphon that
simulates the typical siphon in many ways. In this thermody-
namic siphon, energy is raised over the heat of vaporization,
then back down to a much lower energy. The desalination
process is sustained with just the energy supplied by the
relatively low-powered, hydraulic desalination pump devices
165a-165¢.

Like the typical siphon, the real work that needs to be done
is in the preparation. To prepare or prime the thermodynamic
siphon, the downstream air nozzle is shut off and the vapor-
ization tank is filled with water. Then the tank 120 is isolated
by shutting off the upstream gate valve. The heaters and
hydraulic desalination pump device 165a-165¢ are then
turned on to begin evacuation of the tank. Once the water level
has been lowered to the desired elevation, the gate valve and
the air nozzle are both opened. The heaters are then turned off,
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but the spring-loaded pumps are kept in operation. Hydraulic
desalination proceeds naturally and indefinitely with no addi-
tional external heat or energy required to sustain the process.

When priming the thermodynamic siphon, the spring-
loaded pumps may prove to be incapable of filling the vapor-
ization tank. Pumps can’t pull a liquid. Instead, the spring-
loaded pumps use friction to lower the pressure on one side of
flow, allowing atmospheric pressure to push the flow from the
other side. If the vaporization tank is sufficiently tall, the
atmospheric pressure will not be strong enough to push flow
to the top of the tank. If this happens, submersible pumps can
be placed in the seawater source, or a fire hydrant can be used,
to push water to the top of the tank.

As previously described, the air nozzle is important to the
success of hydraulic desalination. In essence, the air nozzle
174 is the thermodynamic siphon that drives hydraulic desali-
nation. The air introduced at the air nozzle 174 forces con-
densation, and it also forces heat flow towards where vapor-
ization is occurring. The air forces these events because,
although ambient, it has a higher pressure and temperature
than the water vapor. When impacted by air entering the air
nozzle 174, the water vapor has no alternative but to condense
and release heat towards the path of least resistance, which is
the heat flow path through the heat exchanger 131 to the
upstream side of the tank 120 where vaporization is taking
place. It is important to note that the heat released during
condensation, called the heat of condensation, is equal in
magnitude to the heat of vaporization. Recycling heat in this
manner means the barrier, heat of vaporization, is effectively
bypassed during hydraulic desalination.

Due to the thermodynamic siphon effect of hydraulic
desalination, the heaters 145 should only be needed during
initial evacuation. However, if necessary, the heaters 145
could be used to heat the ambient surroundings to ensure that
the ambient air maintains a higher temperature than the water
vapor 122 in the tank. Otherwise, low ambient air tempera-
tures may result in heat loss to the ambient surroundings
during condensation and reduced efficiency of the hydraulic
desalination process.

Energy Grade Line

The energy grade line is what is used to calculate the energy
associated with fluid flow. The purpose of these calculations
is to determine the operating point for the hydraulic desali-
nation pump devices. The operating point is the point where
the pump curve intersects with the system curve. The system
curve, also called Total Dynamic Head (TDH) curve, is the
resistance to flow that exists in the piping/equipment external
to the hydraulic desalination pump devices. The operating
point is normally described as a specific flowrate at a specific
pressure or head. An example of operating points and system
curves is shown in FIG. 6.

Minimum Energy for Separation

The minimum energy required to remove salt dissolved in
water is generally accepted to be, e.g., approximately 0.7
kilowatt-hours per cubic meter (kWh/m3). This minimum
energy is determined either from heat (enthalpy) of solution
data for dissolved salt, or from the difference in equilibrium
vapor pressures between seawater and freshwater. The heat of
solution method for calculating the minimum energy applies
to membrane-based technologies. The differing equilibrium
vapor pressures method relates to the thermal desalination
technologies. Hydraulic desalination is a form of thermal
desalination, but unlike other forms of thermal desalination, it
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does not require a man-made compressor to condense seawa-
ter equilibrium vapor pressure to match freshwater equilib-
rium vapor pressure. That compression is done automatically
by the higher-pressure atmospheric air introduced into the
system. The air not only transforms the vapor into liquid
water, but it also causes the necessary preliminary vapor
compression. Because the vapor compression is done by the
introduced ambient air, the corresponding, e.g., about 0.7
kWh/m> of energy does not need to be supplied. The only
energy that needs to be supplied is for the pumps and valves,
which is much less than 0.7 kWh/m®>. Therefore, the mini-
mum energy requirement that is generally accepted for
desalination does not apply to hydraulic desalination in the
same way thatit applies to other processes. Much like the way
hydraulic desalination recycles the heat necessary for vapor-
ization, the minimum energy required for separation is
obtained from within the process itself.

Example Applications for Hydraulic Desalination

To show how hydraulic desalination can be applied to both
small and large scale projects, four examples are described.
They are as follows:

Constant Flow—Spring-loaded pumps sized to draw, e.g.,

about 1,200 gpm at a constant rate;

Constant Flow (small)—Spring-loaded pumps sized to

draw, e.g., about 8 gpm at a constant rate;

Varying Flows—Spring-loaded pumps sized to draw, e.g.,

about 1,200 gpm as an average; and

Varying Flows (small)—Spring-loaded pumps sized to

draw, e.g., about 8 gpm as an average.

Descriptions and comparisons of these four examples are
presented below. None of the examples specifies material for
piping or equipment; however, polyvinyl chloride (PVC),
high-density polyethylene (HDPE), fiberglass, and various
types of stainless steel (630 SS, AL6XN, Sea-Cure) are all
known to be appropriate for use in seawater with salt water.

Constant Flow
1,200 gpm Station

This includes a built-on-site pump station. The footprint
may be approximately 56 feet by 58 feet, and the overall
vertical span may be approximately 67 feet. Of that vertical
span, about 38 feet may be above ground (including an
A-frame root), and roughly 29 feet may be below ground.

The above ground structure may be a 1-story building with
a 21-foot high ceiling, approximately. The vaporization tank
120, heaters 145 (for initial evacuation), and any control
panels may reside in the above ground portion of the building
115. Staircases and hatches may be installed to provide access
to the piping and pumps below ground.

The building 115 may include two levels below ground.
The first level below ground may house the majority of the
piping. The second level below ground may be where the
pumps are located. Five pumps might be installed. Four
pumps may operate together to maintain continuous flow,
while the last pump may be available as a spare. Springs in the
hydraulic desalination pump device may be 54 inches in
diameter with a spring constant k (a measure of a spring’s
potential to expand) of 977 pounds per foot (Ibs/ft), approxi-
mately. The hydraulic desalination pump devices may draw
flow at a constant rate of, e.g., about 1,200 gpm.

The station 115 may be equipped with a gate valve 160 (for
initial evacuation) and a set friction valve, both upstream from
the vaporization tank 120. Although the station may have only
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one set friction valve, the seawater level in the vaporization
tank will remain essentially constant along the 8-foot height
of'the tank partition as the pumps operate, due to the constant
flow generated by the pumps.

About 90% of the total flow coming into the station may be
converted to freshwater, which means that the station may
produce freshwater at a rate of] e.g., about 1,080 gpm. Total
power required by the station may be conservatively esti-
mated to be, e.g., about 40 horsepower, or 30 kilowatts, to
account for all power consumption. In actuality, it may
require less power. The majority of the power may be used to
drive or power the electrical/mechanical presses that com-
press the pump cavities and discharge flow. Remaining power
consumption may be divided amongst the valves, control
panel, lighting, and, if necessary, heating of ambient sur-
roundings. The power-to-water ratio for this station may be
determined to be, e.g., about 0.02 megawatts per million
imperial gallons (MIGD), or about 0.005 megawatts per thou-
sand cubic meters per day (MW/1,000 cubic meters per day).

Constant Flow (Small)
8 gpm Unit

This example includes a packaged unit that may be
assembled before or after delivery to the site. The packaged
unit includes outer walls that may include removable panels
to allow access to the interior by personnel. The footprint may
be approximately 11 feet by 14 feet, and the overall vertical
span may be approximately 22 feet.

All of the vertical span may be above ground or atop a
building floor/ship deck, and it may include, e.g., three levels.
The vaporization tank and heaters (for initial evacuation) may
reside in the top level. Most of the piping may be installed in
the second level. The hydraulic desalination pump devices
may be located in the bottom level, and the control switches
may be located in the top level or second level to permit the
controls to be at the eye level of most personnel. Three pumps
may be installed. Two pumps may operate together to main-
tain continuous flow, while the last pump may be available as
a spare. Springs in the pumps may be, e.g., about 42 inches in
diameter with a spring constant k of, e.g., about 601 Ibs/ft,
approximately. The hydraulic desalination pump devices may
draw flow at a constant rate of, e.g., about 8 gpm.

The unit may be equipped with a gate valve (for initial
evacuation) and one set friction valve, both upstream from the
vaporization tank 120. Although the unit may only have one
set friction valve, the seawater level in the vaporization tank
will remain essentially constant along the 2-foot height of the
tank partition as the pumps operate, due to the constant flow
generated by the pumps.

About 90% of the total flow coming into the unit may be
converted to freshwater, which means the unit may produce
freshwater at a rate of, e.g., about 7.2 gpm. Total power
required by the unit is conservatively estimated to be, e.g.,
about 0.25 horsepower, or 0.19 kilowatts, to account for all
power consumption. In actuality, it may require less power.
The majority of the power may serve to drive or power the
electrical/mechanical presses that compress the pump cavi-
ties and discharge flow. Remaining power consumption may
be divided amongst the valves, control switches, lighting,
and, if necessary, heating of ambient surroundings. The
power-to-water ratio for this unit may be estimated to be, e.g.,
about 0.02 megawatts per million imperial gallons (MIGD),

10

15

20

25

30

35

40

45

55

60

65

20
or about 0.005 megawatts per thousand cubic meters per day
(MW/1,000 cubic meters per day).

Varying Flows
1,200 gpm Station

This example includes a built-on-site pump station. The
footprint may be approximately 56 feet by 58 feet, and the
overall vertical span may be approximately 63 feet. Of that
vertical span, about 38 feet may be above ground (including
an A-frame roof), and roughly 25 feet would be below
ground.

The above ground structure may be a 1-story building with
a 21-foot high ceiling, approximately. The vaporization tank
120, heaters 145 (for initial evacuation), and control panels
may reside in the above ground portion of the building. Stair-
cases and hatches may be installed to provide access to the
piping and pumps below ground.

The building may include two levels below ground. The
first level below ground may house the majority of the piping.
The second level below ground may be where the pumps are
located. Five pumps may be installed. Four pumps may oper-
ate together to maintain continuous flow, while the last pump
may be available as a spare. Springs in the pumps may be, e.g.,
about 54 inches in diameter with a spring constant k of, e.g.,
about 3,520 Ibs/ft, approximately. The pumps may draw flow
at rates ranging from, e.g., about 994 to about 1,394 gpm,
averaging, e.g., about 1,200 gpm overall.

The station may be equipped with a gate valve (for initial
evacuation) and four adjusting friction valves, all upstream
from the vaporization tank. Because the station has several
adjusting friction valves operating in sequence, the seawater
level in the wvaporization tank may remain virtually
unchanged along the 8-foot height of the tank partition as the
pumps operate.

About 90% of the total flow coming into the station may be
converted to freshwater, which means the station may pro-
duce freshwater at a rate of, e.g., about 1,080 gpm, approxi-
mately. Total power required by the station is conservatively
estimated to be, e.g., about 40 horsepower, or 30 kilowatts, to
account for all power consumption. In actuality, it may
require less power. The majority of the power may serve to
drive or power the electrical/mechanical presses that com-
press the pump cavities and discharge flow. Remaining power
consumption may be divided amongst the valves, control
panel, lighting, and, if necessary, heating of ambient sur-
roundings. The power-to-water ratio for this station may be
determined to be, e.g., about 0.02 megawatts per million
imperial gallons (MIGD), or about 0.005 megawatts per thou-
sand cubic meters per day (MW/1,000 cubic meters per day).

Varying Flows (Small)
8 gpm Unit

This example includes a packaged unit that could be
assembled before or after delivery to the site. The packaged
unit includes outer walls that may include removable panels
to allow access to the interior by personnel. The footprint may
be, e.g., approximately 7 feet by 7 feet, and the overall vertical
span may be approximately 13 feet.

All of the vertical span may be above ground or atop a
building floor/ship deck, and it would include three levels.
The vaporization tank 120 and heaters 145 (for initial evacu-
ation) may reside in the top level. Most of the piping may be
installed in the second level. The control switches may also be
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located on the top or on the second level to permit the controls
to be at the eye level of most personnel. The pumps may be
located in the bottom level. Five pumps may be installed. Four
pumps may operate together to maintain continuous flow,
while the last pump may be available as a spare. Springs in the
pumps may be, e.g., about 10 inches in diameter with a spring
constant k of, e.g., about 211 1bs/ft. The pumps may draw flow
at rates ranging from, e.g., about 6.93 to about 9.03 gpm,
averaging, e.g., about 8 gpm overall.

The unit may be equipped with a gate valve (for initial
evacuation) and four adjusting friction valves, all upstream
from the vaporization tank 120. Because the unit has several
adjusting friction valves operating in sequence, the seawater
level in the vaporization tank may remain virtually
unchanged along the 2-foot height of the tank partition as the
pumps operate.

About 90% of the total flow coming into the unit may be
converted to freshwater, which means the unit may produce
freshwater at a rate of, e.g., about 7.2 gpm. Total power
required by the unit may be conservatively estimated to be,
e.g., about 0.25 horsepower, or 0.19 kilowatts, to account for
all power consumption. In actuality, it may require less power.
The majority of the power may serve to drive or power the
electrical/mechanical presses that compress the pump cavi-
ties and discharge flow. Remaining power consumption may
be divided amongst the valves, control switches, lighting,
and, if necessary, heating of ambient surroundings. The
power-to-water ratio for this unit may be determined to be,
e.g., about 0.02 megawatts per million imperial gallons
(MIGD), or about 0.005 megawatts per thousand cubic
meters per day (MW/1,000 cubic meters per day).

Comparisons of Example Applications

Each of the above examples may have certain relative
advantages and may have certain relative disadvantages. For
the most part, the advantages and disadvantages may come
down to size and complexity. The constant flow examples are
larger than the varying flow examples; however, their size
may be offset by their simpler design and operation. The
constant flow examples may have only one set friction valve
upstream from the vaporization tank instead of the four
adjusting friction valves operating in sequence in the varying
flows examples.

It is noted that more than one set friction valve may be used
in the various examples described herein.

For the large-scale (about 1,200 gpm) examples, the dif-
ference in size is approximately 4 feet in vertical span. The
constant flow, 1,200 gpm example has 67 feet in vertical span
including 29 feet below ground, while the varying flows ver-
sion has 63 feet of vertical span including 25 feet below
ground, making the constant flow example about 16% deeper
below ground than its varying flows counterpart.

For the small-scale (about 8 gpm) examples, the difference
in size is quite significant in footprint and vertical span. The
constant flow, 8 gpm example has a footprint of 11 feet by 14
feet, and a vertical span of 22 feet. The varying flows, 8 gpm
example has a footprint of 7 feet by 7 feet, and a vertical span
of 13 feet. This makes the constant flow example about 3
times as large in footprint (154 square feet vs. 49 square feet)
and roughly 69% taller. This difference in size is more likely
to be viewed as a compelling reason to use a variable flow
configuration, even with the simpler design and operation of
the constant flow counterpart.

Although other types of pumps currently in existence could
theoretically be used in hydraulic desalination, the new
spring-loaded pumps described herein have several distinct
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advantages. Some of the unique benefits that spring-loaded
pumps provide may include the following:

Virtually no NPSHR;

Capable of handling mixture of liquid water and air;

Designed to handle both freshwater/air flow and brine flow
simultaneously;

Design can be modified (by moving pump partition) to
handle different seawater salinities or produce smaller
but less efficient desalination units; and

Force required to expand springs is a simple linear equation
that facilitates sizing of the spring and development of
pump curves, thereby helping to ensure hydraulic desali-
nation design produces freshwater at the desired rate
(operating points).

Hydraulic desalination is an exciting, new process for
desalinating water that appears to be at least 20 times more
efficient than other desalination processes, and is viable for
virtually all desired water production flowrates. It has been
demonstrated to be feasible for small applications (less than
10 gpm) and large applications (more than 1,000 gpm)
examples alike, with all applications benefitting from the
thermodynamic siphon eftect that drives hydraulic desalina-
tion. Unlike other processes, hydraulic desalination is not
proneto scaling on its equipment, and special pre-treatment is
not necessary to avoid scaling. Some equipment (e.g., valves,
air nozzle) necessary for the operation of this new process is
already in existence and use in other non-desalination indus-
tries. Other equipment (e.g., vaporization tank, funnels, heat
exchanger) may be specifically constructed for hydraulic
desalination, and the spring-loaded hydraulic desalination
pump device 165a-165¢ may be a new product/device in its
entirety.

While the invention has been described in terms of
examples, those skilled in the art will recognize that the
invention can be practiced with modifications in the spirit and
scope of the appended claims. These examples given above
are merely illustrative and are not meant to be an exhaustive
list of all possible designs, embodiments, applications or
modifications of the invention.

What is claimed is:

1. A method for hydraulic desalination of water, the
method comprising the steps of:

vaporizing liquid saltwater by lowering the pressure of
liquid saltwater using friction imparted by piping and
accompanying infrastructure to a vaporization point by
generating saltwater flow through the piping and the
accompanying infrastructure to produce vapor;

capturing the vapor;

condensing the vapor to produce a continuous flow of
freshwater by injecting air into the freshwater using
higher pressure supplied by ambient surroundings;

recovering heat released during the condensation step by
maintaining ambient temperatures greater than vapor
temperatures; and

using the recovered heat to enhance and continue vapor-
ization of the saltwater in a cyclical manner.

2. The method of claim 1, further comprising providing a
vaporization tank configured with an upstream side to retain
the saltwater and configured with a downstream side to retain
the freshwater, the vaporization tank also configured to cap-
ture the vapor and to maintain ambient temperatures greater
than the vapor temperatures.

3. The method of claim 2, further comprising the step of
injecting air into the vaporization tank to force condensation
on the downstream side of the vaporization tank for produc-
ing the freshwater while also providing heat for vaporization
on the upstream side.
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4. The method of claim 2, further comprising the step of
pumping the saltwater to generate the saltwater flow through
the piping and the accompanying infrastructure to the
upstream side of the vaporization tank, while also pumping
the freshwater from the downstream side of the vaporization
tank to a storage area.

5. The method of claim 4, wherein the step of pumping
comprises pumping both the saltwater and the freshwater
simultaneously within at least one same pump.

6. The method of claim 4, wherein the step of pumping
comprises pumping both the saltwater and the freshwater
simultaneously within a plurality of spring-loaded pumps.

7. The method of claim 6, further comprising operating the
plurality of spring-loaded pumps in rotation so that each of
the plurality of pumps pump both the saltwater and the fresh-
water simultaneously to maintain a continuous flow of salt-
water into the upstream side and a continuous flow of fresh-
water from the downstream side.

8. The method of claim 4, wherein the step of pumping has
a draw flow ranging from about 994 gpm to about 1,394 gpm.

9. The method of claim 4, wherein the step of pumping
comprises pumping both the saltwater and the freshwater
simultaneously within a plurality of spring-loaded pumps
wherein each of the plurality of spring-loaded pumps is con-
figured with an expansion cavity that expands due to spring
force.
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10. The method of claim 4, wherein the step of pumping
has a draw flow of about 1,200 gpm at a constant rate, about
8 gpm at a constant rate, about 1,200 gpm as an average, or
about 8 gpm as an average.

11. The method of claim 1, wherein the step of condensing
the vapor producing freshwater produces a constant flow up
to about 1,080 gpm.

12. The method of claim 1, wherein the accompanying
infrastructure in the step of vaporizing liquid saltwater by
lowering the pressure of liquid saltwater to the vaporization
point by generating saltwater flow through piping and accom-
panying infrastructure to produce vapor, includes at least one
friction valve.

13. The method of claim 12, wherein the at least one
friction valve comprises one of a set friction valve and at least
one adjusting friction valve.

14. The method of claim 12, wherein the accompanying
infrastructure includes at least one flow valve.

15. The method of claim 2, wherein the step of vaporizing
liquid saltwater includes opening and closing a friction valve
to control the saltwater flow to assist vaporizing the liquid
saltwater.

16. The method of claim 1, wherein the step of condensing
the vapor producing freshwater produces a constant flow of
about 1,080 gpm.



